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Sales Information, June 2012

New 7” portable monitors

NEW DT-X71C portable monitor
ProHD 7-in AC/DC PORTABLE MONITOR (HDMI, COMPOSITE)

The DT-X71C is an affordable high quality monitor for field and studio applications where HDMI or composite video inputs are
available. This 7-inch LCD monitor produces 1024 x 600 resolution, H/V: 160/160 viewing angle and a 900:1 contrast ratio.

It has front & rear dual TALLY lights accessed through an RJ-45 rear panel connector, video flip, customer editable video title,
and safety mark display. The monitor accepts 1 HDMI and 1 Composite video, 1 stereo audio input. The DT-X71C is powered
via a 4-pin XLR 12V DC connector or a snap-on JVC BN-VF823 7.2V battery (optional).

Features:

1024x600 RGB

16:9/ 4:3 adjustable

HDMI, Composite video, Stereo audio inputs
Dual 3-color TALLY light

Underscan / Qverscan switch

Canon DLSR scale zoom-in

Picture flip

Customer editable video TITLE
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NEW DT-X71H portable monitor
ProHD 7-in AC/DC PORTABLE MONITOR (HD-SDI, HDMI, COMPOSITE)

The DT-X71H is a 7-inch HDSDI/HDMI on-camera monitor with 1026 x 600 resolution, H/V: 160/160 viewing angle and 900:1
contrast ratio. It has front & rear dual TALLY lights, Canon DSLR scale zoom-in, video flip, customer editable video title, and
safety mark display.

The monitor accepts 2 HD/SD-SDI, 1 HDMI, 1 Composite video, 1 stereo audio input, and has 1 HD/SD-SDI loop through
output. The DT-X71H is powered via a 4-pin XLR 12V DC connector or a snap-on JVC BN-VF823 7.2V battery (optional).

Features:

1024x600 RGB

16:9/ 4:3 adjustable

HD/SD-SDI, HDMI, Composite video, Stereo audio inputs
Dual 3-color TALLY light

Underscan / Qverscan switch

Canon DLSR scale zoom-in

Picture flip

Customer editable video TITLE
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NEW DT-X71F portable monitor
ProHD 7-in AC/DC PORTABLE FULL FEATURED MONITOR (HD-SDI, HDMI, COMPOSITE)

The DT-X71 series monitors provide an affordable high quality solution for field and studio applications. The DT-X71F is the
most feature-rich model in the series. It is a 7-inch HDSDI/HDMI LCD monitor, with a high resolution 1024 x 600 panel, dual
TALLY lights, image rotate and flip. It integrates a wide rage of professional functions including waveform, vector scope, RGB
histogram, red/blue switchable peaking, focus assist, false color, blue only, zebra, rotate and flip, 16-ch HDSDI audio meter,
time code, and internal color bars.

The DT-X71F accepts 2 HD/SD-SDI, 1 HDMI and 1 Composite video, and has 2 HD/SD-SDI loop through outputs, and 1 HDMI
converted to SDI output. It's powered via a 4-pin XLR 12V DC connector or a snap-on JVC BN-VF823 7.2V battery (optional).

Features:

1024x600 RGB

16:9/ 4.3 adjustable

HD/SD-SDI, HDMI, Composite video inputs
HDMI converted to SDI output by a Build-in Converter
Waveform (Y/Cb/Cr/R/G/B), with full scale
Vector scope

R G B Histogram

Peaking focus assist (red/blue switch)
False color, Blue only, Zebra

Underscan / Overscan switch

Canon DLSR scale zoom-in

Customer editable video TITLE

Audio meter (SDI 16-ch, HDMI 2-ch)
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DT-X Series Monitor Comparison:

DT-X71C DT-X71H DT-X71F
Screen: LCD (CCFL, 1024x600) | Yes Yes Yes
' Power input XLR4P | XLR4P XLR-4P
AC Adapter Included Included | Included
'Optional 7.2V Battery | ' '
BN-VF823 BN-VF823 BN-VF823
HDMI Input | 1 1 | 1
Composite Video BNC (w/loop thru) v BNC(w/loop thru) | BNC (no loop thru)
Analog Audio Input RCA (L/R) | RCA (L/R) None
| Headphone jack Yes Yes ' Yes
HD-SDI Input | None 2 2 (w/loop thru)
VHD-SDI Output None 1 (loop thru) ’ 1
HDMI — HDSDI Conversion No | No Yes
| Dual tally lamp Yes Yes Yes
Underscan/overscan Yes | Yes Yes
| DSLR Scale zoom-in | Yes Yes | Yes
Picture flip | Yes Yes ’ Yes
Video title (customer editable) Yes Yes Yes
Waveform monitor | No | No Yes
v Vectorscope No No Yes
| RGB Histogram | No No Yes
Peaking focus assist | No | No Yes
False color / blue only/ zebra | No ' No Yes
Audio meter No | No SDI 16-ch
HDMI 2-ch
’ SDI time code display | No | No ' Yes
Definable function keys | 2 ' 3 3
vIncIuded accessories 1/4-20 swivel | 1/4-20 swivel 1/4-20 swivel
mount, hood mount, hood mount, hood
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